DK1 KIT FITTING INSTRUCTIONS

(Note: Please read through these instructions
completely before starting any work on the model.)

(Note: Throughout these instructions reference will be made to 'Driver
End’ and Loco. End'. Please ensure you know which end is which,
especially the under frame when separated from the body. The
underframe has long step boards moulded in at the 'Loco. End' and
short step boards moulded in at the 'Driver End'.)

1. Disassembly of Autocoach:

a). To remove the roof slide a thumb nail under the cantrail at
one end and move towards the other end until the whole roof moulding
comes off. Do this slowly so as not to break the mounting lugs. The roof
is held on each side by three sets of lugs.

b) Remove the passenger step hand rails by gently pulling
them out from the underframe and coach body.

¢). Remove the screws which hold the underframe to the body
and separate.

d). Remove the bogies from the underframe by squeezing the
top of the pivot pin.

2. Underframe Preparation

Note: Never attempt to cut away the part to be removed at
one go. Many cuts and paring with sharp saw blades and knife blades are
much less likely to be detrimental to either you or the model.

a). Using a new razor saw blade and new knife blades (I
recommend a narrow chisel blade and angled knife blade such as the
Swann Morton 10A) cut away the moulded vacuum cylinders, battery
boxes (at the loco end it is necessary to remove the moulded passenger
steps as detailed in b) below before cutting away the battery box) and 'V’
hangers, taking care not to break the truss rods or damage the sole bar.

b) Cut away the moulded passenger steps horizontally below
the top step, as indicated in Fig 1., leaving the truss rod intact. Cut away
the small part of the steps between the sole bar and the truss rod. There is
no need to remove the rectangular mouldings located behind the solebars
and level with the top steps.

¢) Once the cutting and paring is complete and the truss rods
and underside are smooth it is advisable to fill the holes in the floor with
suitable size pieces of 0.040" or 0.030" plasticard fixed flush with the
underside of the underframe using solvent adhesive, see Fig.2. Care:
Use the solvent adhesive sparingly otherwise you may distort the
underframe.

3. Underframe Detailing

There are three etches contained in this kit, etch 1 can be identified by the
battery boxes and is the largest, etch 2 is identified as such and etch 3 is
the passenger steps. Cast parts for each diagram will be found in the
appropriate bag, all the other cast parts are common. Unique ‘to a
diagram’ etched parts will be identified in the text.

3.1. Underframe

a. Before commencing any detailing you are advised to drill holes for the
couplings of your choice.

At this point decide which diagram, A28 or A30, you are going to model.
Note: This only applies to the underframe.

(Note: After cutting items from the etches it will be necessary to clean
off any rough tabs or edges.

When folding etched items at half etch lines the half etch should be
on the inside of the bend unless specifically advised.)

3.2 Passenger Steps.

a. Etch preparation: Clean all the holes using a 0.5mm. drill before
removing parts from the etch. If you are assembling the steps with solder
tin the areas around each hole before drilling out with the 0.5mm. drill.

b. Remove the items from the etch.

¢. Cut quantity 10 off 16mm. (approx.) lengths of 0.5mm. wire.

d. Fold the mounting bracket(2) ends at the half etch line to 90°.

¢. Using one of the lengths of 0.5mm. wire fix the rear support arms to the
mounting bracket at an angle of 85° to the horizontal as shown in Fig.3.
The templates on the front of these instructions are drawn at 85° (glue the
templates to stiff card, a piece of old greeting card is suitable).

f. Bend up the steps (4) as shown in Fig. 3. with the half etch of the side
arms on the outside. The 'toe stop' flange is folded with the half etch on
the inside.

g Bend the tabs on the front supports (4), two are left handed and two are
right handed. (See Fig.3)

h. The centre steps ( with the cranked side arms) should have one of the
wire lengths fixed, through the holes in the side arms, under the step tread,
after fixing cut away the wire between the side arms leaving the full
amount on the outside (Fig.3.).

J. Assemble the steps as shown in Fig.3., using the remaining three pieces
0.5mm. wire per set. Do not fix at this time.

(Note: The centre step in each set is the one with the cranked side
arms.)

(Note: It may be necessary to crank the rear support arms very
slightly, where they join the support bracket to ensure they sit parallel
at the correct distance apart. See Fig.3)

k. Fix the mounting bracket to the underside of the underframe, complete
with the other items attached, (5 minute epoxy is best for this as it allows
time for alignment), aligning the tabs of the front support arms under the
moulded hinges which are flush with the underside of the moulded top
step.

1. When the epoxy has set make any final adjustment and then fix the
whole assembly solid, ensuring the tabs on the front support arms are tight
m. Fix the tabs to the moulded hinge.

n. When the assembly is firm cut away the wire pins from inside and
outside the supports/steps, file away any excess leaving small amounts of
wire protruding to represent bolt heads.

3.3. Battery Boxes, Dynamo, Brake and Auto Rod.

a. Etch preparation: Prionoremovingme'v'hangersandmeg shaped
plate hangers from the etches drill out the half etch circles located at the
‘point’ with a 0.8mm. drill. The holes in the cast parking brake hangers
should also be cleaned out to 0.8mm.

b. If you are assembling the battery boxes with solder tin the ends,
hanging straps, inside of front at handle holes and the handles before
cutting from the etch.

¢. Cut the battery boxes (2 large, 1 small) from etch 1 and fold up, in the
following order; ends, top, bottom, hanging straps, fixing tabs, Fig.4., fix
the hanging straps to the ends ensuring the straps are parallel to the front.
d. Cut the battery box handles (6) (small 4 Wshaped handles) from etch 1
and fix to the battery boxes in the locating holes provided. (Tip: leave the
half etch tabs on the handles and bend these tabs at 90 to assist with
fixing, Fig.5.).

e. Cut the V" hanger pairs from etches 1 & 2. Fold at the half etch lines to
90°. (Note: The narrow 'V" hanger from etch 1, together with the cross
shaft with two equal length parallel crank arms, is only used for
Diagram A28 to transition the Auto Rod across the coach.)
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